Fence post
D U-bolt

7" Wire rope

Chain link fabric

Io" US stnd. nuf/""Eh [
& lock washer

0./5"

Post 0.D.+ 0.875"
/ Q./5"

H

\Y

R

1.50" 0.1

0.375"

steel

>2§ U-bolt shall be [nstalled
perpendicular to strands
<0

N of wire rope

N

=

—

0.563" Hole (Typ.)
5" -UNC-2A
)

—

Il

—

a4
Posts 0.D.* 1.625"

U-BOLT AT FENCE POST DETAILS

NO SCALE

5" (Typ.)

-

Secure Side

4 -Wire rope cable

clamps (Typ)
CABLE TERMINATION DETAIL

NO SCALE

Terminal Post (Typ.)

U-Bolt at Line Post (Typ.) \

U-Bolt af Outside Corner
Post (Typ.)

Cable Wrap at Inside
Corner Post (Typ.)

>

> >
NONNNNNNNNNN

NN

]
AN ANNNNNNNNY
N—

N o
| — Fence Fabric

\r
TYPICAL CABLE BARRIER LAYOUT PLAN

d:\oddg\civi\bu03cc05.dgn 05/28/02 04:21:54 PM

NO SCALE

6" Hot rolled steel

Extra heavy duty wire rope
thimble or gate post

GRAVEL ROAD

Existing FE6-TR-84
Chain-Link Security
Fence

T'emporary FE6-TWB-54
Chain-Link Security
Fence

New FE6-TWEB-84

Fence

_

-~

Chain-Link Security ™

d

Cable Term/"naz‘/’on\.

O

(

-~ —~

/ New Pull Post and Brace

Existing Cable Barriers
élﬂ/ See Note 9.

Panel in Existing and New
Fence.

I__AL_LL_H

| |
| |
L= —

New

Slide| Gate (Typ.)

Cantilever — 1

New Swing N
// Arm Gate (Typ.) N

-~

M.H.

—

NEW

1
1

FACILITY |

[ E—

ENTRY CONTROL | | 1529

New FE6-84-SO-RA-4 / /
Chain-Link Personnel Gate ’

I
T
I ; /
| /
|
X A N - /
=T S ---------- J

Cable /!

K Fence

Orange Plastic

NN

|
|
|
! Fence
|
|
|
|
|

New FE6-TWB-54
Chain-Link Security

Construction Area

) L

|

I

|

I

|

L e e e e e A e = — A -1
|

I

I

I

Fence

Existing FE6-TR-84
Chaln-Link Security
Fence

ASPHALT ROAD

Temporary FE6—TWB—8%/
Chaln-Link Securlty

SECURITY FENCE

7/

—

9, )|

and Brace Panel
In Existing and New

New Corner Post E
Fence. ':

Existing Cable Barriers
See Note 9.

SCALE: I INCH=IOFEET
10 0 10’

COMPUTER

Apep

DESIGN

&

Drarting

ECF SITE PHASING REQUIREMENTS:

CONTRACTOR SHALL PROVIDE NO LESS THAN 60 DAYS
ADVANCE WRITTEN NOTICE TO THE CONTRACTING
OFFICER PRIOR TO START OF WORK ON THE ENTRY
CONTROL FACILITY (NCLUDING THE TEMPORARY FENCE
OR OTHER WORK WITHIN 30 FEET INSIDE OR OUTSIDE OF
THE EXISTING PERIMETER SECURITY FENCE). WRITTEN
NOTICE SHALL INCLUDE THE TEMPORARY FENCE
CONSTRUCTION START DATE AND ANTICIPATED
COMPLETION DATE.

CONTRACTOR SHALL NOT REMOVE THE EXISTING
SECURITY FENCE OR START ANY WORK ON THE

ENTRY CONTROL FACILITY OR WITHIN 30 FEET OF THE
EXISTING PERIMETER SECURITY FENCE UNTIL 7 DAYS
AFTER THE TEMPORARY SECURITY FENCE IS
COMPLETED. DURING THE 7 DAY PERIOD AFTER THE
TEMPORARY FENCE IS INSTALLED, THE GOVERNMENT WILL
INSTALL SECURITY SENSORS ON THE TEMPORARY FENCE.

AS A FIRST ORDER OF WORK, AFTER FENCE REMOVAL AND

SENSOR INSTALLATION, THE CONTRACTOR SHALL INSTALL A
4 FOOT PLASTIC ORANGE CONSTRUCTION AREA FENCE AS

INDICATED. SEE SHEET C8.5 FOR DETAILS.

ECF CONSTRUCTION MAY NOT START ANY EARLIER
THAN 365 CALANDER DAYS AFTER THE CONTRACT
NOTICE TO PROCEED DATE. ECF CONSTRUCTION
INCLUDES ALL WORK AT THE ECF, AND WITHIN 30 FEET
OF THE EXISTING PERIMETER SECURITY FENCE.

CONTRACTOR SHALL ALLOW CONCURRENT GOVERNMENT
INSTALLATION OF SECURITY SYSTEMS. CONTRACTOR
SHALL FURNISH 12 CUBIC YARDS OF SAND
FOR GOVERNMENT INSTALLATION. THE SAND SHALL
BE PROVIDED AT THE TIME AND STOCKPILED AT THE
LOCATION DIRECTED BY THE CONTRACTING OFFICER.
SAND SHALL CONFORM TO THE FOLLOWING GRADATION:
SIEVE SIZE PERCENT PASSING

3" 100

75 - 100

0 - 12

8
No. 8
No. 200

CONTRACTOR SHALL REMOVE AND DISPOSE OF THE
PLASTIC CONSTRUCTION AREA FENCE AND TEMPORARY
SECURITY FENCE NO SOONER THAN 7 DAYS AFTER THE
ENTRY CONTROL FACILITY AND SURROUNDING SITE WORK
(CONCRETE PAVEMENT, FENCES, GATES, ETC.) ARE
SUBSTANTIALLY COMPLETE. CONTRACTOR SHALL
PROVIDE NO LESS THAN 30 DAYS ADVANCE WRITTEN
NOTICE TO THE CONTRACTING OFFICER PRIOR

TO REMOVAL OF THE TEMPORARY FENCE.

SEE SPECIFICATIONS SECTION O1100 FOR ADDITONAL
SECURITY REQUIREMENTS.

THE TEMPORARY CHAIN LINK SECURITY FENCE SHALL CONFORM
TO ALL (PERMANENT) FENCE DETAILS AND SPECIFICATIONS
EXCEPT THAT NO CONCRETE SILL WILL BE REQUIRED.

TWO CONTINUOUS 7" DIAMETER STEEL CABLES ARE ATTACHED
TO THE EXISTING CHAIN-LINK SECURITY FENCE. EACH

CABLE SHALL BE CUT (IN ONE LOCATION) DURING REMOVAL
OF THE EXISTING SECURITY FENCE. THESE CABLES SHALL

BE REINSTALLED ON THE NEW CHAIN-LINK SECURITY FENCE
AS INDICATED. THE INSTALLATION HEIGHT OF EACH

CABLE SHALL MATCH THE HEIGHT OF THE CABLES ON THE
EXISTING FENCE.
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